
HONDA EB5000 GENERATOR 
 

 

• Honda Overhead Valve Engine  
• Oil Alert®  
• Electronic Ignition  
• Circuit Breakers  
• Fuel Meter  
• Standard Wheel Kit  
• Automatic Voltage Regulator  
• Full Tubing Frame for Protection and Easy Transport  
• USDA-Qualified Spark Arrestor/Muffler  
• Automatic Idle  
• 120/240V Selector Switch  
• GFCI/Neutral Bond - Full Panel  
• 2-Wheel Transport Kit  
• Hanger Kit  
• 2 Year Residential Warranty  
• 1 Year Commercial Warranty 

 

EB5000 Specifications 

Engine 

11 HP, Single 
Cylinder, 
Overhead 
Valve, Air 
Cooled 

Displacement 337 cc 

AC Output 

120/240V 
5000W max. 
(41.7/20.8A) 
4500W rated 
(37.5/18.8A) 

Receptacles 

(2)20A 125V 
Duplex 
NEMA Plug 
Number: 
5-15P or 5-20P 
 
30A 125V 
Locking Plug 
NEMA Plug 
Number: 
L5-30P 
 
30A 125/250V 
Locking Plug 
NEMA Plug 
Number: 
L14-30P 

DC Output N/A 

Starting System Recoil 

Fuel Tank Capacity 6.6 gallons 

Run Time on One 
Tankful 

8.3 hrs. @ 
rated load 
11.9 hrs. @ 1/2 
load 

Dimensions (L x W x H) 
(dimensions include 2-
wheel kit) 

41.9" x 27.2" x 
29.2" 

Noise Level 
72 dB @ rated 
load 

Dry Weight 214 lbs. 


